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GWR buffer stop 

(cast brass) 

 

This GWR buffer stop represents the 
standard rail-built pattern used on 
sidings and for other general 
applications. It uses scale-size bullhead 
rail (Code 75) to match scale track and 
can be gauged for 00, EM or P4. 
Assembly can be by soldering (we 
suggest 145°C) or by gluing with epoxy 
or cyanoacrylate.

Instructions 

Clear the holes for the supplied wire 
tiebars with a 0.7mm drill.  

These buffer stop castings can be used 
either with moulded plastic sleeper base 
(Peco, C&L or SMP) or with individual 
C&L sleepers and chairs. 

To use flexitrack sleeper base, cut a 
suitable length of track and slide out the 
rails. Offer up the side castings and 
check where chair mouldings need to be 
cut away to clear the 3-layer rail sections 
of the sides. You may also need to cut 
away sleeper joining webs to adjust 
sleeper spacings as needed, or even to 
separate the sleeper base into small 
sections or even individual sleepers for 
ease of handling and accurate spacing.  
The remaining chairs can then be sprung 
over the foot of the cast rail by flexing 
the sleeper base moulding - except for 
Peco Streamline base, where the ‘chairs’ 
will not grip the bullhead rail and the 
castings will need to be glued in place. 
Only add the beam and tiebars once the 
sides are fitted to the sleeper base. 

Individual PCB or ply & rivet sleepers are 
best soldered in place. To use C&L 
individual components, spring the 
requisite number of chairs onto the side 
castings then glue these in place on C&L 
plastic sleepers with an appropriate 
solvent. 

The single rails at the front of the side 
castings are the correct length to 
accurately locate the joint with the rest of 
the track. Use plastic fishplates to 
complete this joint cosmetically and be 
sure to leave an insulating gap between 
the rail ends otherwise you will get a 
spectacular short circuit! 
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