
Underframe 
fixing bracket 

M2 nut 

Coach end 

Use 18thou scrap from the underframe to set the 
bracket up slightly from the bottom of the end. 

The buffer beam is supplied with the end etch but is 
fixed directly to the underframe itself and not to the 
end. This is described in the underframe instructions. 

Full width end 
Brake end 

Passenger portion 
Brake portion 

Intermediate 
end 

Assembly instructions 
 
1. Remove the parts from the fret only when required and file off any holding tabs. 
 
2. Bend up the underframe fixing brackets to 90º and solder an M2 nut (supplied if this pack is bought 

as a component in a complete coach kit) over the hole. When soldering the bracket in place rest it 
on a piece of 18thou scrap from the underframe. This will ensure that when the bodyshell is later 
assembled to the underframe it will sit down correctly so that the edges of the top surface of the 
underframe are not visible. Note that the brackets are of two different widths. 

 
3. Tack solder the brackets to the etched outer ends, ensuring that they are vertical and central. 

When satisfied with the alignment complete the solder joint. 
 
4. Make up the passenger section as a four-sided box using the full width end and intermediate end. 

Tack solder the sides to the ends, keeping a close watch on the alignment. Note that the sides fit 
outside the ends. When satisfied complete the joints. 

5. Make up the brake portion as a three-sided box, again with the sides outside the end. 
 
6. Align the bottom of the two boxes on a flat surface and slide the tabs on the brake portion into the 

slots in the intermediate end. Ensure that the assembly is square and parallel then tack solder in 
place. When satisfied complete the joint. 

EE8 Pair of LNER Gresley Non-gangwayed Brake Ends 
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