
Assembly instructions 
 
1. Remove the parts from the fret and drill clearance holes for the bogie fixings. 
 
2. Offer up the underframe to the coach end/sides/roof assembly, and fettle the ends of the floor if 

necessary to achieve a drop-in fit. For COMET MODELS ends refer to the separate instructions 
supplied with them. 

 
3. Fold the bottom lip of the solebars and reinforce with a fillet of solder applied from the rear. Fix the 

solebars to the floor through the etched slots and locating tabs, taking care to ensure that they are 
vertical. 

 
4. Bend up the V-hangers. Fit the main longitudinal trusses to the floor through the etched slots and 

locating tabs, at the same time locating the V-hangers in the cut-outs in the trusses. Note that the 'V' of 
the brake hanger fits tightly against the solebar. 

 
5. Fix the triangular cross trusses to the floor. The tabs in the trusses locate in slots in the floor. 
 
6. Alternative inner bogie fixings are provided - one of each should be used for paired underframes.The 

upper fixing is simply folded down from the main floor etch and a M2.5 screw projecting downwards is 
soldered in the pivot hole. The lower fixing is bent up from the separate etch provided, but before 
attaching it to the underframe bend down the upper fixing plate as a guide to positioning. Now fix the 
lower fixing to the underside of the floor. It butts up to the vertical part of the upper fixing with the slots 
for the body fixing screw coinciding. See sketch. 

 
7. The buffer beams from the COMET MODELS end packs can now be fixed to the ends of the solebars 
 
8. The remaining underframe detailing can be carried out in any sequence. Stepboards may be fashioned 

from the outer frame of the etch. The position of the stepboards is given on the underframe plan 
contained in the coach sides pack. We suggest they are fixed by drilling through the solebar face and 
inserting 0.7mm. wire supports to which the stepboard is then soldered. 
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