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Stock Proof Fencing 

 

 
 

Period: from 1880s to the present day 
For 00, EM and P4 

Included are sufficient parts to produce 192' scale feet of  
fencing, some 768mm (30") at 4mm to the foot. 

 
 
 
LNWR fencing was simplicity itself. Using old sleepers,  
they provided posts 8' apart, each having five slots. Into  
these a rail with two nailed verticals was slotted to give a 
substantial five bar fence. The rails had their ends cut 
diagonally so there was no question of them coming out 
of the posts and pinning was not required. Spacing of 
the rails at the bottom was closer ensuring small animals 
were fenced in. Because of the flammable nature of a 
creosoted fence, a fireproof trench was dug in front of 
and behind the fence and around each post by the 
ganger. This practice ceased during the Second World 
War. 

Assembly instructions 
This product consists of vertical posts made up from four  
laminations between which five rails are suspended. The 
rails come in sections consisting of five boards attached 
at the correct spacing by a vertical runner. To the rear of 
this runner a vertical support spar is attached. 
  
Solder assembly is recommended. It is best to tin the 
components prior to removal from the frets. It may be 
found helpful to use solders of different melting ranges, 
e.g. 188° for the laminating components and 138° for  
the final assembly. Use of a resistance soldering unit 
may be beneficial. In addition, preparation of support jigs 
from plasticard or cardboard is helpful, particularly if 
significant amounts of fencing are to be made. 
 
Remove four of the upright posts from the fret. Place 
them on top of each other and solder together, ensuring 
the square central holes are in line. To a set of rails, 
attach vertical spars to the two runners (on the opposite 
side to the half-etch). Repeat for the remaining posts 
and boarding sections. The posts may now be placed 
between sections and soldered in place. 
 
After assembly paint your fencing with etching primer  
followed by your colour of choice. We suggest Precision 
Paint P990 weathered wood. 
 
 
References: 
LNWR Liveries, Talbot, Dow, Millard, Davis, HMRS, p13  
LNWR Portrayed, Nelson, Peco Publications 1975, p183 
 
 
Interested in the North Western Railway? 
The London & North Western Railway Society was 
formed in 1973. The society aims to collect and 
disseminate information about the London and North 
Western Railway, its constituents and its successors. It 
is interested in the infrastructure of the railway, the men 
and women who made it work, as well as the engines 
and rolling stock the Company built and used. The 
Society aims to help modellers, preservationists, 
historians and those with just a passing  
interest in the LNWR. For further details contact: 
 
http://www.lnwrs.org.uk/ 

Wizard Models 
Wizard Models stocks a wide range of components and 
other necessities for the modeller in 00, EM and 
18.83mm. 
 
Wizard Models Limited 
PO Box 70 
Barton upon Humber 
DN18 5XY 
Tel: 01652 635885 
 
Email: andrew@modelsignals.com 
 
Shop online at www.wizardmodels.ltd 
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