
 

The 4mm wagon and van kit 
 

NERDC002L 
 

North Eastern Railway 
London & North Eastern Railway 

 
Diagram C2 10T High Sided Goods Wagon 

with No.2A grease axleboxes 

 
from 1900 to late 1940s 

For 00, EM, P4 & S4 
 
Features: whitemetal body and detailing parts 
Required to complete: 
Split spoke 12mm wagon wheels, bearings, paint, 
couplings, transfers 
 
The Prototype 
The NER had been building 8T open wagons since 1886 
and in the 1893 diagram book they are referred to as 
High Sided Goods Wagons. Until the introduction of the 
C9 and C10 High Sided Goods Wagons in 1905 and 
1908 respectively, the C2 was the mainstay of the 
company’s open stock. In 1911 there were 11,191 8T 
open wagons in service, and the majority were probably 
to Diagram C2. 
 
This kit depicts the later version of C2 introduced from 
1900 onwards with No.2A type axle boxes, diagonal side 
strapping and improved braking arrangements. The 
carrying capacity was increased to 10 tons. The wagon 
would initially have had Morton Duplex brake gear but 
from 1906 the Morton cam right hand end brake was 
fitted. Very possibly repaired wagons were also fitted 
with the Morton cam brake after this time. 

With the introduction of greater capacity high-sided 
goods wagons from 1908 the C2 wagons were 
progressively replaced. Just 13 were still in stock in 
1940, but all these survived until Nationalisation. 
 
These wagons travelled the length and breadth of the 
country and were a common sight in goods yards 
particularly in Southern Scotland and Northern England. 

 
 

References 
 
British Goods Wagons from 1887 to the present day, R 
Essery, D Rowland & W Steel 
LNER Wagons Vol. 2, Tatlow, pp41-42. 
North Eastern Record Vol. 2 p86 
 
 

Interested in the North Eastern Railway? 
 

North Eastern Railway Association 
www.ner.org.uk 
 
 

Assembly 
Please read these instructions before starting to build 
your model. Examine all the parts and familiarise 
yourself with their assembly. Remove any moulding flash 
and ensure all parts fit correctly. We suggest wet fine 
emery paper (1200 grit) to clean up any flash marks. 

Assembly is best carried out using low melt solder or an 
epoxy resin such as Araldite. Glues like UHU, Multibond 
or Thixofix can also be used. For small parts use 
superglue. To obtain the best results a combination of 
several techniques will be needed. 

Check the fit of your chosen wheel bearings in the 
axleguards, drilling out if necessary. Just tack them in 
place for now, in case they need to be adjusted later. Fix 
two axleguards to one side, using the solebar details for 
alignment. Ensure they are square and at 34mm (8'6") 
centres. Now assemble the body: properly join an end to 
the side with the axleguards, and tack the other end to 
the other side. Bring the two halves together and tack 
them to each other. Ensure all is level and square, and 
properly make the three remaining joints. Take one of 
the remaining axleguards and tack it to the body, 

trapping a wheelset in place. Ensure the wheels are 
firmly supported and run freely (adjust the bearings if 
needed – use 8BA washers as packing if they are too far 
apart), and that the axle is horizontal and perpendicular 
to the side. Do the same for the last axleguard and 
wheelset, ensuring that the axles are parallel to each 
other. When satisfied, properly fix the bearings and 
axleguards in place. Again, check that the wagon is level 
and square. If not a gentle tweak will ensure that all four 
wheels are in contact with a flat surface such as a glass 
sheet. 
 
Fit the buffers to the ends with the bolts at the 12 
o’clock, 6 o’clock and 9 o’clock positions. Detach the 
etched strapping from its fret and glue in place on the 
sides (see sketch overleaf for position). Cut the 
plasticard floor to size and glue it in place. 
 
Attach the brake shoe/safety loop assembly to one side. 
[Some kits are supplied with brake shoes with no safety 
loops – if so, they will be found on the strapping fret 
instead.] Form the brake cross shaft by cutting the 
supplied 0.9mm brass wire to fit between the cast vees, 
also passing it through the brake shoe assembly. Fit the 
brake levers in place. For the Morton cam version, the 
right hand lever goes on the same side of the wagon as 
the brake shoes, with the cam lever on the opposite 
side. For the Morton Duplex brake, use the left hand 
lever instead of the cam lever. The levers are thus fitted 
facing the same end. 
 

Finishing 
Clean and degrease the model, using white spirit prior to 
painting. For whitemetal parts use an etching primer, 
such as Precision Paint PS1. The model should be 
painted using the livery of your choice. After painting 
clean the model using a tissue soaked in white spirit. 
This is especially important if you are using Powsides 
dry lettering rather than waterslide or ‘Methfix’ transfers. 
Finally, protect paint and lettering using a matt or satin 
varnish. 

http://www.ner.org.uk/


Livery 
Letter your wagon to suit your period. Suitable lettering 
is available from HMRS, Modelmaster and Powsides 
and paint from Precision Paint for both the NER and 
LNER periods. 
 
North Eastern Railway 1900-1903 

Bodywork, solebars: NER grey, Precision Paint P530 
Underframe, brake levers: black 
Insignia: white, shaded black, Powsides sheet E264, Fox 
sheet FRH 4325 
 
 
North Eastern Railway 1903-1911 

Bodywork, solebars: NER grey, Precision Paint P530 
Underframe, brake levers: black 
Insignia: white, unshaded, Powsides sheet E262, Fox 
sheet FRH 4325

North Eastern Railway 1911-1923 

Bodywork, solebars: NER grey, Precision Paint P530 
Underframe, brake lever: black 
Insignia: white, Powsides sheet E262, Fox sheet FRH 
4325 
 
 
London & North Eastern Railway 1923-demise 
 

Bodywork, solebars: grey, Precision Paint P66 
Underframe, brake levers: black 
Insignia: white, HMRS sheet 12, Old Time Workshop 
sheet 4702  
[Although it is thought very unlikely that many C2 
wagons would have been repainted by the LNER prior to 
scrapping.] 
 
 

Sample numbers 
Running numbers include: 
(build and withdrawal dates in brackets) 
12176 (1900-1925); 12728 (1900-1927); 14217 (1899-
1927); 25435 (1899-?); 25460 (1898-1927); 25487 
(1901-1927); 25594 (1901-1928); 60112 (1902-1925); 
92596-93095, 93296-545, 94776-95325 (1900-?). 
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51L 
51L has a wide range of locomotive, carriage and wagon 
kits for the following railway companies 
 
GWR and constituents: Cambrian Railways 
LMS and Constituents: Glasgow & South Western 
Railway, Highland Railway, Lancashire & Yorkshire 
Railway, Midland Railway, North Staffordshire Railway, 
Caledonian Railway 
LNER and constituents: Great Central Railway, Hull & 
Barnsley Railway, North British Railway, North Eastern 
Railway 
 
 
A later version of these assembly instructions may be 
available on the Wizard Models website. For further help 
or information please email: 
andrew@modelsignals.com 
 
 

Wizard Models 
Wizard Models stocks a wide range of components and 
other necessities for the modeller in 00, EM and 
18.83mm. 
 
Wizard Models Limited 
PO Box 70 
Barton upon Humber 
DN18 5XY 
Tel: 01652 635885 
 
Email: andrew@modelsignals.com 
Shop: www.wizardmodels.ltd 
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