
 
 
 
 

 
 
 
 

     CANTILEVER 
      LATTICE SIGNAL 
      BRACKET 

 

McKenzie & Holland type, 19' long for two to 
four dolls. Suitable for the NER, TVR, 
L&SWR and others. 

 
 
This is not a complete kit. For a complete 
signal you will need: 
 
S003 series or S0011 (LQ); S0012 series 
(UQ) arms 
S0020 base post 
S0022 dolls 
S009 series laddering 
SC002 or SC003 finials 
SC001/SC008 (LQ) or SC006/SC0025 (UQ) 
lamps 

The lattice base post should be made up from 
a single S0020 heavyweight post, or two 
S002 posts with a S008/4 bracket between 
them, as shown in the sketch below. 

The long down struts of the bracket are fixed 
to the sides of the lattice post and reinforced 
with the cover plates “A”. The curve should 
be taken off one side if only one bracket is in 
use whereas the whole plate is used when a 
tee bracket is under construction. The 
rectangular plate “B” is curved to span the 
outer end of the two brackets. 

Handrail stanchions are fixed at the points 
marked “X”. Bend a short length of 0.3mm 
diameter wire with an “L” at one end and 
with the staging inverted dangle the 
stanchion in a convenient slot and solder in. 
Once all stanchions are fitted and adjusted to 
the vertical, add a handrail from the same 
wire, usually around 3' (12mm) above the 
platform. The stanchions can be trimmed to 
length afterwards. 

The full width of the staging may be used for 
North Eastern prototypes, but check against a 
photograph, particularly with LSWR or Taff 
Vale brackets of this type, as variations 
abounded.

 

 

 

 

 

 

Utilise scrap strip from the fret edging to make 
the diagonal bracing between the bottom of the 
arc uprights. 

 

 

 

 

 

 

 

 

 

Typical disposition of brackets and posts using 
two S002 base posts, S0022 dolls and S008/4 
arch. 

 

 

 

© Wizard Models Limited 2021 

  


