
  

Doll 

Bracket 

5'0" 
Push through and solder 

8'0" 

Base post 

2'6" 

Handrail and stanchions 
from 0.3mm dia. wire 

Dolls 

To thicken trimmers, fold 
them over a length of 
tinned brass scrap, sweat 
together and shape ends. For GER, 

LB&SCR, 
Met and 
Colonial 
lines 

Note: this pack contains a bracket and 
platform only. For a complete signal, you 
will need: arms (S0010 series lower 
quadrant or S0012 series upper quadrant); a 
base post (S007); dolls (S0033 series); 
ladders (S009 series); finials (SC009) and 
lamps (SC0014 LQ, SC006 or 25 UQ). 

Brackets sit flush with 
bottom of trimmers, on 
centre line of base post. 
  
Lay each assembly on a 
balsa block and pin in 
position to ensure alignment 
during soldering. 

Landing 

2'6" 

Landing 

Trimmer 

Trimmer 

Base post 

4'0" 
6'6" min. 

SAXBY & 
FARMER 

© Wizard Models Limited 2026 

Arm centres 

Tie bar 

Base post 

Solder 
fillet 

Trim off after soldering 

Typical paint details: 
Base post, dolls - white 
Bottom 3'6" of base post - black 
Ironwork - black 
Brackets - black 
Trimmers - white 

Tin before 
soldering dolls 
with low-melt 

EQUAL 
TEE OR 
OFFSET 
2-DOLL 
BRACKET 

6'3" 

Prepared 
trimmers 

GER offset bracket in LH 
and RH forms. Use two 
packs for an equal tee 3-
doll signal. 

2'0" 


