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Screw couplings 
 
 

 

Etched nickel silver parts for 
three pairs of screw couplings. 

Suitable for locomotives, 
carriages and wagons. 

 

 

 

 

 

 

 

 

 

 

 

Assembly Instructions: 
 
Two sizes of drawhook are supplied: 
larger “working” hooks, for ease of 
use; and smaller scale hooks for a 
better appearance. 
 
Open out the holes in the ends of the 
links with a 0.5mm drill or a tapered 
cutting broach. The links are best 
formed around a 1.5mm diameter 
shaft such as the shank of a drill. 
 

Place a link around the spigots at 
one end of the centre screw. Gently 
squeeze the link to retain it in place. 
Pass the second link through the slot 
in your chosen drawhook, then 

around the spigots at the other end 
of centre screw. Again, squeeze the 
link to keep in in place. Insert the 
tommy bar through the hole in the 
centre screw and bend over the half-
etched end to keep it in place. 
Remember that the tommy bar points 
downwards, as shown in the photo. 

Blacken the completed coupling with 
a proprietary blackening solution. 
You could also use a permanent 
marker such as a ‘Sharpie’ pen or 
simply paint the coupling black (not 
recommended for a working 
coupling). 

To fit the coupling, open out the slots 
in the headstock and the headstock 
plate until the shank of the drawhook 
fits. Fix the plate in place on the 
headstock. Push the drawhook 
through the plate and headstock and 
secure it from behind. 
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“Working” drawhooks 
Headstock plates 
Links 
Tommy bars 
Centre screws 
Scale drawhooks 
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